
- Cuerpo en latón MS58.
- Junta tórica en NBR - DVGW certificada.
- Brida en latón CW617N-DW según UNE-EN 12165.
- Anillo de apriete en latón MS58.
- Arandela en hierro.
- Tornillos y arandelas en acero inoxidable.
- Método de fabricación: Forja en caliente.
- Rosca de unión según ISO 7/1.
- Rosca de compresión según DIN 13.
- Condiciones de presión según DIN 8076-1.
- Temperatura máxima de trabajo: 60˚ C.
- Presión máxima de ejercicio: PN 16.

- En instalaciones subterráneas se deben proteger las
  piezas para evitar una posible corrosión.
- Evitar el exceso de sellantes para prevenir
  posibles roturas por el excesivo apriete.
- Colocar el accesorio en la instalación, con atención de
  no exceder el apriete de la pieza.

- Agua sanitaria fría y caliente. - Cold and hot sanitary water.

- Body in brass MS58.
- O’ring in NBR - DVGW certified.
- Flange in brass CW617N-DW according to UNE-EN 12165.
- Neck ring in brass MS58.
- Washer in iron.
- Screws and washers in stainless steel.
- Production method: Hot forging.
- Threads according to ISO 7/1.
- Compression threads according to DIN 13.
- Pressure conditions according to DIN 8076-1.
- Maximum working temperature: 60˚ C.
- Maximum working pressure: PN 16.

- In order to prevent any possible corrosion process in 
  underground installations, items must be protected.
- Avoid any surplus of sealant in order to prevent possible
  breakings caused by excessive clamping.
- Connect the fitting with the installation. Pay attention
  to not exceeding in fitting clamping.
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INFORMACIÓN TÉCNICA - TECHNICAL INFORMATION

DN COD.
DIMENSIONES - DIMENSIONS Peso

Weight aprox.
(Grs)L (mm) D (mm)

75 LPGRD075 81 76 2.393

90 LPGRD090 90 91 3.592

110 LPGRD110 110 111 5.096

ACCESORIOS A COMPRESIÓN PARA TUBO POLIETILENO - RECTO DOBLE
COMPRESSION FITTINGS FOR POLYETHYLENE PIPES - STRAIGHT COUPLING
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